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For Your Safety
The hose assemblies listed in this catalogue are all special constructions with the hose having up to eight spiral layers of steel wire. Due
to this construction, pressures are achieved which far exceed German and international standards. These hose types are manufactured
and tested according to the Polyflex standards which have proved to be effective over many years.

Polyflex hose assemblies are used at considerable working pressures. The critical area of a hose assembly is the connection between
flexible hose and rigid fitting (crimping area). Only the use of original Polyflex components (hose, fittings and tooling) and full compliance with
the Polyflex assembly instructions can guarantee safety and conformity with standards.  It is essential that training be given to customers
in the hose assembly process in order to make high quality Polyflex maximum pressure hose assemblies.

For the production and testing of the hose assemblies relevant to the applications, the guidelines and technical regulations as well as the
protection and hazard prevention rulings must be adhered to.

You as the manufacturer of Polyflex hose assemblies are obliged to mark these hose assemblies according to the regulations and to verify
their safety by a final pressure test.

Non-compliance with these rules can lead to the premature failure of the hose assembly and the loss of warranty.
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Polyflex Thermoplastic Hose and Accessories
Fitting Selection Chart, Ordering Example

Fitting Selection Chart

Ordering Example

For Your Safety:
All fittings listed in this catalogue as well as their allocation to the appropriate hose types have been factory
tested for integrity and safety.

Example for the POLYFLEX Fittings KEY

Fittings for the
High Pressure Tube Cleaning Hose 2240D-03V32

1 C9 BX - 16 - 03 W

Permanent fitting

Sealing cone/O-ring and
metric swivel nut

BX fitting series

Dash-size of the nipple hose part
(-03 = DN 5)

Connection size (size of 
swivel nut = M24x1,5)

Water jetting

Code Description
Fitting Series

NPT Male

Sealing Head – BSP Swivel Nut

Sealing Cone/O-Ring – Metric Swivel Nut

BSP Male

Sealing Head – UNF Swivel Nut

High Pressure Connection – 59˚ UNF Cone

High Pressure BSP Male

High Pressure Connection – 59˚ Metric Cone

High Pressure Metric Male

01

92

C9

D9

AY

YA

YB

YM

YZ

RS AX BX FX JX KX TX VX ZXGXDX
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A1

Polyflex Hose
ESH

ESH – Sewer Cleaning Hose

Construction:
Core Tube:
Polyethylene compound, grey

Pressure Reinforcement:
2 braided layers of high
tensile synthetic yarn

Cover:
Polyurethane compound
Colour: yellow

Applications:
Hydrodynamic cleaning of sewers .

Length Availability and Fittings:
Refer to table.

DN

ESH-08

ESH-12

ESH-16

ESH-20

12

20

25

32

-08

-12

-16

-20

1/2

3/4

1

1 1/4

19.4

29.5

36.3

46.0

20.0

20.0

20.0

20.0

2,900

2,900

2,900

2,900

50.0

50.0

50.0

50.0

7,250

7,250

7,250

7,250

100

125

150

225

23.1

36.5

59.3

88.5

Product
Code size mm

Max.
Working
Pressure
MPa / psi

Min.
Burst

Pressure
MPa / psi

Min.
Bend

Radius
mm

Weight
kg/minch

Temperature range: -10 °C up to + 50 °C

80 100 120 150 180

ESH-08 • • •
ESH-12 • •
ESH-16 • • • • •
ESH-20 • • • • •

Length (m)

Standard max.

350

350

350

350

Product
Code

End Fittings

BSP
Female Swivel

BSP
Male

G 1/2 

G 3/4 

G 1 

G 1 1/4 

G 1/2 

G 3/4 

G 1 

G 1 1/4 
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2010H – Medium Pressure Sewer Renovation Hose
2010N

Construction:
Core Tube:
2010H: Polyester elastomer
2010N: Polyamide

Pressure Reinforcement:
One braided layer of high tensile
synthetic fibre

Cover:
Polyurethane, black
resistant against microorganisms

Applications:
Medium pressure sewer renovation
and repair of sewer leaks. Available
as single-line or multi-line con-
struction.

Temperature range:
2010N: -10 °C up to + 70 °C for air, water and hydraulic fluids
2010H: -10 °C up to + 70 °C for air and hydraulic fluids

Product
Code DN size mm inch mm

Max.
Working
Pressure
MPa / psi

Min.
Burst

Pressure
MPa / psi

Min.
Bend

Radius
mm

Weight
kg/m

2010H-06V10

2010H-08V10

2010N-10V10

10

12

16

-06

-08

-10

9.7

12.8

16.0

3/8

1/2

5/8

16.5

20.3

24.5

16

14

11

2,320

2,030

1,595

64

56

45

9,280

2,120

6,525

90

180

140

0.15

0.22

0.31

Temperature range:
2110H: -10 °C to + 70 °C for air and hydraulic fluids
2110F: -10 °C to + 70 °C for aggressive media such as 2-component materials

2110H – Low Pressure Sewer Renovation Hose
2110F

Construction:
Core Tube:
2110H: Polyester elastomer
2110F: Fluor ethylene propylene

Pressure Reinforcement:
Two open braided layers of
synthetic fibre

Cover:
Polyurethane, black
resistant against microorganisms

Applications:
Low pressure sewer renovation and
repair of sewer leaks. Available as
single-line or multi-line construction.

Polyflex Hose
2110H/2110F/2010H/2010F

Product
Code DN size mm inch mm

Max.
Working
Pressure
MPa / psi

Min.
Burst

Pressure
MPa / psi

Min.
Bend

Radius
mm

Weight
kg/m

2110H-06V10

2110H-10V10

2110F-10V10

10

16

16

-06

-10

-10

9.8

15.9

17.0

3/8

5/8

5/8

15.5

23.0

24.5

3.2

2.8

4.0

460

410

580

13

11

12

1,880

1,590

1,740

100

155

155

0.13

0.27

0.23

Length Availability:
Hose assemblies available in lengths up to 150 m.

Fittings:
Available upon request

Note:
Multi-line hose constructions for sewer renovation are available in 2 to 5 fold combinations in lengths up to 150 m.

Length Availability:
Hose assemblies available in lengths up to 150 m.

Fittings:
Available upon request
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B

Temperature range: -10°C up to +70°C

Construction:
Core Tube:
Polyoxymethylene

Pressure Reinforcement:
Two spiral layers of high tensile
steel wire

Cover:
Polyamide, blue

Applications:
High pressure service for tube
cleaning applications such as heat
exchangers in the chemical and oil
refining industries. Application as
flexible lance at working pressures
of 75 MPa and higher.
Special type hose:
Available with an additional protective
stainless steel wire braid.

Fittings:
AX, BX, FX, TX series
See pages B2/B3

2240D – High Pressure Tube Cleaning Hose

Polyflex Hose
2240D

Product
Code DN size mm inch mm

Max.
Working
Pressure
MPa / psi

Min.
Burst

Pressure
MPa / psi

Min.
Bend

Radius
mm

Weight
kg/m

 2240D-02V32

 2240D-025V32

 2240D-03V32

 2240D-04V32

 2240D-05V32

3

4

5

6

8

-02

-025

-03

-04

-05

3.0

4.0

4.7

6.3

8.0

1/8

5/32

3/16

1/4

5/16

7.0

7.7

9.5

11.5

13.3

110

110

100

100

90

15,950

15,950

14,500

14,500

13,050

275

280

250

250

225

39,875

40,600

36,230

36,230

32,610

60

75

95

110

120

0.07

0.10

0.20

0.26

0.22
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Polyflex Fittings
AX/BX/FX/TX Series

1C9AX/1C9BX/1C9FX/1C9TX – Sealing Cone / O-Ring
Metric Swivel Nut

AX / BX / FX / TX Series

Fittings: Special materials
* DN4-6 with support ferrule
* DN8 without support ferrule

Connection Type

Product
Code DN size mm inch Thread Size

Tube
O.D.

A
mm

B
mm

J
mm

1C9TX-16-02W

1C9FX-16-025W

1C9BX-16-03W

1C9AX-16-04W

1C9AX-16-05W *

3

4

5

6

8

-02

-025

-03

-04

-05

3.0

4.0

4.8

6.4

7.9

1/8

5/32

3/16

1/4

5/16

M24x1.5

M24x1.5

M24x1.5

M24x1.5

M24x1.5

16

16

16

16

16

59.5

65.5

73.5

76.5

71.0

38.5

34.5

42.0

43.5

38.0

30

30

30

30

30

C
mm

1.7

3.0

3.0

4.5

5.5

ID
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1YZTX – High Pressure Metric Male
TX Series

1YBAX/1YBTX – High Pressure BSP Male
Serie AX / TX

Polyflex Fittings
AX/TX Series

Fittings: Special materials

Fittings: Special materials

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

H
mm

1YBTX-2-025W

1YBTX-2-03W

1YBTX-4-04W

1YBAX-4-05W

4

5

6

8

-025

-03

-04

-05

4.0

4.8

6.4

7.9

5/32

3/16

1/4

5/16

G 1/8

G 1/8

G 1/4

G 1/4

52.5

52.5

62.0

68.0

30.0

27.0

35.5

35.0

8

10

13

14

C
mm

2.5

3.0

4.0

5.5

ID

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

H
mm

1YZTX-1-02WS

1YZTX-2-02W

1YZTX-2-025W

1YZTX-4-025W

1YZTX-4-03W

1YZTX-5-04W

3

3

4

4

5

6

-02

-02

-025

-025

-03

-04

3.0

3.0

4.0

4.0

4.8

6.4

1/8

1/8

5/32

5/32

3/16

1/4

M5

M7

M7

M8

M8

M10x1

48.5

48.5

51.0

52.5

53.0

59.0

27.5

27.5

28.5

30.0

27.5

32.5

6

7

8

8

10

13

C
mm

1.7

1.7

2.5

2.5

3.0

3.0

ID
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Polyflex Fittings
Notes
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Polyflex Hose
2X90N

2X90N – High Pressure Water Jetting Hose

Temperature range: –10 °C up to +70 °C

Construction:

Core Tube:
Polyamide

Pressure Reinforcement:
Steel wire/fibre combination

Cover:
Polyurethane, red

Applications:

High pressure service for the
construction, ship maintenance and
general water blast cleaning appli-
cations. Particularly well suited for
the removal of dirt, rust and paint for
surface preparation of ship decks,
tanks, concrete and asphalt.

Fittings:

RS series
See page C2

Product
Code DN size mm inch mm

Max.
Working
Pressure
MPa / psi

Min.
Burst

Pressure
MPa / psi

Min.
Bend

Radius
mm

Weight
kg/m

2X90N-04V14

2X90N-06V14

2X90N-08V04

2X90N-12V14

6

10

12

20

-04

-06

-08

-12

6.3

9.8

12.7

19.6

1/4

3/8

1/2

3/4

13.4

21.6

23.0

32.6

128.0

160.0

104.0

120.0

18,560

23,200

15,080

17,400

320.0

400.0

260.0

300.0

46,400

58,000

37,700

43,500

40

95

80

200

0.29

0.94

0.67

1.76
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Polyflex Fittings
RS Series

Tube
O.D.

A
mm

B
mm

H
mm

101RS-8-08 12 -08 12.7 1/2 1/2 x 14NPT 8 93 40 22

C
mm

8.0

Connection Type

Product
Code DN size mm inch Thread Size

ID

Fittings: Special materials

101RS – Male NPT
RS series

Tube
O.D.

A
mm

B
mm

J
mm

192RS-8-06

192RS-8-08

10

12

-06

-08

9.8

12.7

3/8

1/2

G 1/2

G 1/2

8

8

71

81

28

28

27

27

C
mm

6.0

8.0

Connection Type

Product
Code DN size mm inch Thread Size

ID

Fittings: Special materials

192RS – Sealing head with BSP Swivel Nut
RS series

Tube
O.D.

A
mm

B
mm

J
mm

1C9RS-10-04

1C9RS-14-06

1C9RS-16-04

1C9RS-16-06

1C9RS-16-08

1C9RS-25-12

6

10

6

10

12

20

-04

-06

-04

-06

-08

-12

6.3

9.8

6.3

9.8

12.7

19.6

1/4

3/8

1/4

3/8

1/2

3/4

M18x1.5

M22x1.5

M24x1.5

M24x1.5

M24x1.5

M36x2.0

10

14

16

16

16

25

63

80

65

80

89

97

32

36

34

36

36

44

22

30

30

30

30

46

C
mm

3.8

6.0

3.8

6.0

8.0

13.0

Connection Type

Product
Code DN size mm inch Thread Size

ID

Fittings: Special materials

1C9RS – Sealing cone with swivel nut and O-ring
heavy series
DIN 20 078 P

RS series
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Polyflex Hose
2380N/2244N

Temperature range: -10°C up to + 70°C

Construction:
Core Tube:
Polyamide

Pressure Reinforcement:
Two spiral layers and two open spiral
layers of high tensile steel wire.

Cover:
Polyurethane, black

Applications:
High pressure service for the
construction and shipbuilding
industries and for general industrial
cleaning applications. Mainly used to
remove different kinds of dirt
accumulation, or materials from
various surfaces, such as those in
tanks, from concrete, asphalt, etc.

Fittings:
KX series
See page D2

2380N – High Pressure Water Jetting Hose

Product
Code DN size mm inch mm

Max.
Working
Pressure
MPa / psi

Min.
Burst

Pressure
MPa / psi

Min.
Bend

Radius
mm

Weight
kg/m

 2380N-04V00W

 2380N-05V00W

6

8

-04

-05

6.3

8.2

1/4

5/16

13.3

15.7

110

100

15,950

14,500

280

250

40,600

36,250

70

90

0.28

0.41

Temperature range: -10°C up to + 70°C

Construction:
Core Tube:
Polyamide

Pressure Reinforcement:
Two spiral layers, one braided layer
of high tensile steel wire

Cover:
Polyurethane, black

Applications:
High pressure service for the
construction and shipbuilding
industries and for general industrial
cleaning applications. Mainly used to
remove different kinds of dirt
accumulation, or materials from
various surfaces, such as those in
tanks, from concrete, asphalt, etc.

Fittings:
KX series
See page D2

2244N – High Pressure Water Jetting Hose

Product
Code DN size mm inch mm

Max.
Working
Pressure
MPa / psi

Min.
Burst

Pressure
MPa / psi

Min.
Bend

Radius
mm

Weight
kg/m

 2244N-06V10W

 2244N-08V10W

10

12

-06

-08

9.7

12.8

3/8

1/2

18.0

22.7

86

88

12,470

12,760

215

220

31,175

31,900

120

150

0.50

0.80
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KX series

KX series

1C9KX – Sealing Cone / Metric Swivel Nut and O-Ring

192KX – Sealing Head / BSP Swivel Nut

Fittings: Special materials

Fittings: Special materials

KX series

1AYKX – Sealing Head / UNF Swivel Nut

Fittings: Special materials

Connection Type

Product
Code DN size mm inch Thread Size

Tube
O.D.

A
mm

B
mm

J
mm

1C9KX-10-04W

1C9KX-16-05W

1C9KX-14-06W

1C9KX-16-08W

6

8

10

12

-04

-05

-06

-08

6.4

7.9

9.5

12.7

1/4

5/16

3/8

1/2

M18x1.5

M24x1.5

M22x1.5

M24x1.5

10

16

14

16

68.0

76.5

79.0

88.0

36.0

37.5

36.5

40.5

22

30

27

30

C
mm

4.2

5.5

7.2

9.5

ID

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

J
mm

192KX-4-04W

192KX-6-05W

192KX-6-06W

192KX-8-08W

6 

8 

10 

12 

-04

-05

-06

-08

6.4

7.9

9.5

12.7

1/4

5/16

3/8

1/2

G 1/4

G 3/8

G 3/8

G 1/2

56.2

64.2

71.5

80.5

24.5

25.0

29.0

33.0

19

27

22

27

C
mm

4.2

5.5

7.2

9.5

ID

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

J
mm

1AYKX-6-04W

1AYKX-8-05W

1AYKX-8-06W

1AYKX-11-08W

6 

8 

10 

12 

-04

-05

-06

-08

6.4

7.9

9.5

12.7

1/4

5/16

3/8

1/2

9/16 - 18UNF

3/4 - 16UNF

3/4 - 16UNF

1 - 12UNF

61.2

70.2

74.0

81.5

29.5

31.0

31.5

34.0

22

27

27

32

C
mm

4.2

5.5

7.2

9.5

ID

Polyflex Fittings
KX Series
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E
Temperature range: -10°C up to +70°C

Construction:
Core Tube:
DN 6-8: Polyoxymethylene
DN 10-25: Polyamide

Pressure Reinforcement:
Four spiral layers of maximum
tensile steel wire

Cover:
DN 6-8: Polyamide, blue
DN 10-25: Polyamide, black

Applications:
Ultra-high pressure service for the
construction and shipbuilding
industries and for general industrial
cleaning applications. Mainly used
for hydrodemolition and removal of
accumulated dirt and materials from
surfaces such as concrete, asphalt
and tanks.

Fittings:
KX series
See pages E2/E3

2440D – Ultra-High Pressure Water Jetting Hose
2440N

Polyflex Hose
2440D/2440N

Product
Code DN size mm inch mm

Max.
Working
Pressure
MPa / psi

Min.
Burst

Pressure
MPa / psi

Min.
Bend

Radius
mm

Weight
kg/m

2440D-04V32

2440D-05V32

2440N-06V30

2440N-08V30

2440N-12V30

2440N-16V30

6

8

10

12

20

25

-04

-05

-06

-08

-12

-16

6.3

8.0

9.7

12.8

19.6

25.0

1/4

5/16

3/8

1/2

3/4

1

12.5

15.1

19.4

22.5

30.0

37.0

164

150

140

130

100

90

23,770

21,740

20,290

18,840

14,490

13,040

410

375

350

325

250

225

59,420

54,350

50,720

47,100

36,230

32,610

155

175

190

200

250

300

0.33

0.44

0.70

0.94

1.39

1.90
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Polyflex Fittings
KX Series

KX Series

KX Series

1C9KX – Sealing Cone / Metric Swivel Nut
and O-Ring

1AYKX – Sealing Head / UNF Swivel Nut

Fittings: Special materials

Fittings: Special materials

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

J
mm

1AYKX-6-04W

1AYKX-8-05W

1AYKX-8-06W

1AYKX-11-08W

1AYKX-16-12W

6

8

10

12

20

-04

-05

-06

-08

-12

6.4

7.9

9.5

12.7

19.0

1/4

5/16

3/8

1/2

3/4

9/16 - 18UNF

3/4 - 16UNF

3/4 - 16UNF

1 - 12UNF

1 5/16 - 12UNF

61.2

70.2

74.0

81.5

82.0

29.5

31.0

31.5

34.0

29.0

22

27

27

32

41

C
mm

4.2

5.5

5.5

7.5

13.0

ID

Connection Type

Product
Code DN size mm inch Thread Size

Tube
O.D.

A
mm

B
mm

J
mm

1C9KX-16-04W

1C9KX-16-05W

1C9KX-14-06W

1C9KX-16-08W

1C9KX-25-12W

1C9KX-30-16W

6

8

10

12

20

25

-04

-05

-06

-08

-12

-16

6.4

7.9

9.5

12.7

19.0

25.4

1/4

5/16

3/8

1/2

3/4

1

M24x1.5

M24x1.5

M22x1.5

M24x1.5

M36x2

M42x2

16

16

14

16

25

30

70.5

76.5

75.0

87.5

92.0

98.0

39.0

37.5

30.5

34.0

39.0

45.0

30

30

30

32

46

55

C
mm

4.2

5.5

5.5

7.5

13.0

17.5

ID



Catalogue 4462-UKE3

E

Polyflex Fittings
KX Series

1YMKX – High Pressure Connection 59° Metric Cone

KX Series

Fittings: Special materials

KX Series

1YAKX – High Pressure Connection 59° UNF Cone

Fittings: Special materials

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

1YAKX-3-04W

1YAKX-6-05W

6

8

-04

-05

6.4

7.9

1/4

5/16

3/8 - 24UNF-LH

9/16 - 18UNF-LH

102.0

110.0

58.0

66.0

C
mm

4.2

5.5

ID

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

1YMKX-6-05W 8 -05 7.9 5/16 M14x1.5-LH 110.0 66.0

C
mm

5.5

ID



Catalogue 4462-UKE4

Polyflex Fittings
Notes



Catalogue 4462-UKF1

F

Temperature range: -10 °C up to +70 °C

Construction:
Core Tube:
DN 4-8: Polyoxymethylene
DN 12-25: Polyamide

Pressure Reinforcement:
Six spiral layers of maximum tensile
steel wire

Cover:
Polyamide, blue

Applications:
Ultra-high pressure service for the
construction and shipbuilding in-
dustries and for general industrial
cleaning applications. Mainly used
for hydrodemolition and removal of
accumulated dirt and materials from
surfaces such as concrete, asphalt
and tanks.

Fittings:
JX series
See pages F2/F3

2640D – Ultra High Pressure Water Jetting Hose
2640N

Polyflex Hose
2640D/2640N

Product
Code DN size mm inch mm

Max.
Working
Pressure
MPa / psi

Min.
Burst

Pressure
MPa / psi

Min.
Bend

Radius
mm

Weight
kg/m

2640D-025V32

2640D-03V32

2640D-05V32

2640N-08V32

2640N-12V32

2640N-16V32

4

5

8

12

20

25

-025

-03

-05

-08

-12

-16

3.9

4.7

8.0

12.8

19.6

25.0

5/32

3/16

5/16

1/2

3/4

1

12.0

13.0

16.9

24.5

33.0

40.0

280

250

210

180

140

120

40,580

36,230

30,430

26,090

20,290

17,390

700

625

525

450

350

300

101,450

90,580

76,090

65,220

50,720

43,480

140

175

225

290

350

400

0.29

0.41

0.68

1.36

2.10

2.90



Catalogue 4462-UKF2

JX Series

JX Series

Fittings: Special materials

1C9JX – Sealing Cone / O-Ring Metric Swivel Nut

1AYJX – Sealing Head / UNF Swivel Nut

Polyflex Fittings
JX Series

Fittings: Special materials

Connection Type

Product
Code DN size mm inch Thread Size

Tube
O.D.

A
mm

B
mm

J
mm

1C9JX-16-08W

1C9JX-25-12W

1C9JX-30-16W

12

20

25

-08

-12

-16

12.7

19.0

25.4

1/2

3/4

1

M24x1.5

M36x2

M42x2

16

25

30

96.0

108.0

121.0

39.5

49.5

55.5

32

46

50

C
mm

7.0

13.0

17.5

ID

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

J
mm

1AYJX-6-025W

1AYJX-6-03W

1AYJX-8-05W

1AYJX-11-08W

1AYJX-16-12W

4

5

8

12

20

-025

-03

-05

-08

-12

4.0

4.8

7.9

12.7

19.0

5/32

3/16

5/16

1/2

3/4

9/16 - 18UNF

9/16 - 18UNF

3/4 - 16UNF

1 - 12UNF

1 5/16 - 12UNF

61.5

77.0

85.0

86.0

90.0

24.5

26.5

32.0

29.5

31.5

22

22

27

32

41

C
mm

1.6

2.5

4.0

7.0

13.0

ID



Catalogue 4462-UKF3

F

JX Series

1YAJX – High Pressure Connection 59° UNF Cone

Polyflex Fittings
JX Series

Fittings: Special materials

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

1YAJX-1-025W

1YAJX-3-025W

1YAJX-3-03W

1YAJX-6-03W

1YAJX-6-05W

4

4

5

5

8

-025

-025

-03

-03

-05

4.0

4.0

4.8

4.8

7.9

5/32

5/32

3/16

3/16

5/16

1/4 - 28UNF-LH

3/8 - 24UNF-LH

3/8 - 24UNF-LH

9/16 - 18UNF-LH

9/16 - 18UNF-LH

87.0

92.0

108.0

116.0

125.5

50.0

55.0

57.5

65.5

72.0

C
mm

1.6

1.6

2.5

2.5

4.0

ID

JX Series

1YMJX – High Pressure Connection 59° Metric Cone

Fittings: Special materials

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

1YMJX-6-03W

1YMJX-6-05W

5

8

-03

-05

4.8

7.9

3/16

5/16

M14x1.5-LH

M14x1.5-LH

116.0

125.5

65.5

72.0

C
mm

2.5

4.0

ID



Catalogue 4462-UKF4

Polyflex Fittings
Notes



Catalogue 4462-UKG1

G

Polyflex Hose
2740D/2741D

Temperature range: -10 °C up to +70 °C

Construction:
Core Tube:
Polyoxymethylene

Pressure Reinforcement:
Six spiral layers of maximum tensile
steel wire

Cover:
Polyamide, yellow, red

Applications:
For very-high pressure lances with
working pressures up to 300 MPa
for the construction and shipbuilding
industries or for common industrial
cleaning applications. Mainly used for
hydrodemolition and removal of
accumulated dirt and materials from
surfaces such as concrete, asphalt
and tanks.

Fittings:
VX series
See page G2

2740D – Ultra-High Pressure Water Jetting Hose

Product
Code DN size mm inch mm

Max.
Working
Pressure
MPa / psi

Min.
Burst

Pressure
MPa / psi

Min.
Bend

Radius
mm

Weight
kg/m

2740D-025V16

2740D-03V34

2740D-05V34

4

5

8

-025

-03

-05

4.0

4.7

7.7

5/32

3/16

5/16

12.0

13.2

17.2

300

280

250

43,500

40,600

36,230

780

700

625

113,100

101,500

90,580

120

200

200

0.40

0.47

0.70

Product
Code DN size mm inch mm

Max.
Working
Pressure
MPa / psi

Min.
Burst

Pressure
MPa / psi

Min.
Bend

Radius
mm

Weight
kg/m

2741D-05V34/10 8 -05 7.7 5/16 21.2 250 36,230 625 90,580 200 0.95

Temperature range: -10 °C up to +70 °C

Construction:
Core Tube:
Polyoxymethylene

Pressure Reinforcement:
Six spiral layers of maximum tensile
steel wire

Cover:
inner cover: Polyamide, red
outer cover: Polyurethane, black

Applications:
For very-high pressure lances with
working pressures up to 250 MPa
for the construction and shipbuilding
industries or for common industrial
cleaning applications. Mainly used for
hydrodemolition and removal of
accumulated dirt and materials from
surfaces such as concrete, asphalt
and tanks.

Fittings:
DX series
See page G3

2741D – Ultra-High Pressure Water Jetting Hose



Catalogue 4462-UKG2

VX Series

1YAVX – High Pressure Connection 59° UNF Cone

Fittings: Special materials

VX Series

1YMVX – High Pressure Connection 59° Metric Cone

Fittings: Special materials

Polyflex Fittings
VX Series

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

1YMVX-6-03W

1YMVX-6-05W

5

8

-03

-05

4.8

7.9

3/16

5/16

M14x1.5-LH

M14x1.5-LH

118.0

125.5

64.5

72.0

C
mm

2.5

4.0

ID

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

1YAVX-1-025W

1YAVX-3-03W

1YAVX-6-03W

1YAVX-6-05W

4

5

5

8

-025

-03

-03

-05

4.0

4.8

4.8

7.9

5/32

3/16

3/16

5/16

1/4 - 28UNF-LH

3/8 - 24UNF-LH

9/16 - 18UNF-LH

9/16 - 18UNF-LH

83.5

109.0

118.0

125.5

47.0

55.5

64.5

72.0

C
mm

1.6

2.5

2.5

4.0

ID



Catalogue 4462-UKG3

G

Polyflex Fittings
DX Series

DX Series

1YADX – High Pressure Connection 59° UNF Cone

Fittings: Special materials

DX Series

1YMDX – High Pressure Connection 59° Metric Cone

Fittings: Special materials

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

1YMDX-6-05W 8 -05 7.9 5/16 M14x1.5-LH 125.5 72.0

C
mm

4.0

ID

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

1YADX-6-05W 8 -05 7.9 5/16 9/16 - 18UNF-LH 125.5 72.0

C
mm

4.0

ID



Catalogue 4462-UKG4

Polyflex Fittings
Notes



Catalogue 4462-UKH1

H

Polyflex Hose
2840D/2841D

Temperature range: -10 °C up to +70 °C

Note: The safety factor of burst pressure over working pressure can be adjusted to
the specific application but must not be reduced below a ratio of 1:2.

Construction:
Core Tube:
Polyoxymethylene

Pressure Reinforcement:
Eight spiral layers of maximum
tensile steel wire

Cover:
Polyamide

Applications:
Ultra-high pressure service for water
jet cutting equipment with water only
or with abrasive additives. Replaces
steel pipe where flexibility is im-
portant. Compression forming
(hydroforming): A manufacturing
procedure applying water pressure
to produce complex hollow parts
made from pipe-like basic materials.

Fittings:
ZX series
See page H2

2840D – Ultra-High Pressure Hose
for Ultra High Pressure Water Jetting

Product
Code DN size mm inch mm

Max.
Working
Pressure
MPa / psi

Min.
Burst

Pressure
MPa / psi

Min.
Bend

Radius
mm

Weight
kg/m

2840D-03V34

2840D-05V36

2840D-08V30

5

8

12

-03

-05

-08

4.5

7.7

12.7

3/16

5/16

1/2

15.0

19.5

29.3

400

300

250

58,000

43,480

36,250

800

700

625

115,940

101,450

90,625

200

250

350

0.66

1.10

2.60

Temperaturbereich: -10 °C bis +70 °C

Construction:
Core Tube:
Polyoxymethylene

Pressure Reinforcement:
Eight spiral layers of maximum
tensile steel wire

Cover:
inner cover: Polyamide, yellow
outer cover: Polyurethane, grey

Applications:
For very-high pressure lances with
working pressures up to 300 MPa
for the construction and shipbuilding
industries or for common industrial
cleaning applications. Mainly used for
hydrodemolition and removal of
accumulated dirt and materials from
surfaces such as concrete, asphalt
and tanks.

Fittings:
GX series
See page H3

2841D – Ultra-High Pressure Hose
for Ultra High Pressure Water Jetting

Product
Code DN size mm inch mm

Max.
Working
Pressure
MPa / psi

Min.
Burst

Pressure
MPa / psi

Min.
Bend

Radius
mm

Weight
kg/m

2841D-05V36/17 8 -05 7.7 5/16 23.5 300 43,480 700 101,450 250 1.38



Catalogue 4462-UKH2

Polyflex Fittings
ZX Series

ZX Series

1YMZX – High Pressure Connection 59° Metric Cone

ZX Series

1YAZX – High Pressure Connection 59° UNF Cone

Fittings: Special materials

Fittings: Special materials

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

1YAZX-3-03W

1YAZX-6-03W

1YAZX-6-05W

5

5

8

-03

-03

-05

4.8

4.8

7.9

3/16

3/16

5/16

3/8 - 24UNF-LH

9/16 - 18UNF-LH

9/16 - 18UNF-LH

106.0

115.0

125.5

57.5

62.5

72.0

C
mm

2.5

2.5

4.0

ID

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

1YMZX-6-05W

1YMZX-12-08W

8

12

-05

-08

7.9

12.8

5/16

1/2

M14x1.5-LH

M20x1.5-LH

125.5

189.5

72.0

125.0

C
mm

4.0

7.0

ID



Catalogue 4462-UKH3

H

Polyflex Fittings
GX Series

GX Series

1YMGX – High Pressure Connection 59° Metric Cone

GX Series

1YAGX – High Pressure Connection 59° UNF Cone

Fittings: Special materials

Fittings: Special materials

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

1YAGX-6-05W 8 -05 7.9 5/16 9/16 - 18UNF-LH 125.5 72.0

C
mm

4.0

ID

Connection
Type

Product
Code DN size mm inch Thread Size

A
mm

B
mm

1YMGX-6-05W 8 -05 7.9 5/16 M14x1.5-LH 125.5 72.0

C
mm

4.0

ID



Catalogue 4462-UKH4

Polyflex Fittings
Notes



Catalogue 4462-UKI1

I

D2D2 – Metric Adapter
24° Flare

Connection Type

Product
Code

Thread Size
T1

Thread Size
T2

A
mm

H
mm

D2D2-16-16W

D2D2-16-25W

D2D2-25-25W

D2D2-30-30W

M24x1.5

M24x1.5

M36x2

M42x2

M24x1.5

M36x2

M36x2

M42x2

50.0

60.5

65.0

75.0

27

41

41

46

180

140

140

120

26,100

20,300

20,300

17,400

Max.
Working
Pressure
MPa / psi

AZAZ – UNF Adapter
60° Flare

Material: Stainless steel

Material: Stainless steel

Accessories
Adapters

D9D9 – Straight Adapter
60° Flare

Material: Stainless steel

Connection Type

Product
Code

Thread Size
T1

Thread Size
T2

A
mm

H
mm

D9D9-8-8W

D9D9-12-12W

D9D9-16-16W

G 1/2"

G 3/4"

G 1"

G 1/2"

G 3/4"

G 1"

50

65

65

27

41

41

180

140

120

26,100

20,300

17,400

Max.
Working
Pressure
MPa / psi

Connection Type

Product
Code

Thread Size
T1

Thread Size
T2

A
mm

H
mm

AZAZ-6-6W

AZAZ-8-8W

AZAZ-11-11W

AZAZ-16-16W

9/16 - 18UNF

3/4 - 16UNF

1 - 12UNF

1 5/16 - 12UNF

9/16 - 18UNF

3/4 - 16UNF

1 - 12UNF

1 5/16 - 12UNF

36

44

48

54

24

24

27

41

280

250

180

140

40,600

36,250

26,100

20,300

Max.
Working
Pressure
MPa / psi

* According to the guidelines for jetting equipment, adapters are marked with the maximum permissible pressure (PN).



Catalogue 4462-UKI2

Material: electrogalvanized steel wire

* F-KN 3/9: working load 3 KN, breaking load 9 KN, e.g. DN5

HS - Containment Grips

As an alternative, rubber anti-abrasion sleeves are available,
colour: black

PVC-S - Anti-Abrasion Sleeve
Colour: yellow

Accessories
PVC-S - Anti-Abrasion Sleeve / HS - Containment Grips / KNH - Bend Restrictor

Product Code
Diameter

in mm
For

Hose

Mountable
Length

in m

Protective Sleeve Clamp Ferrule DN size mm inch d1 d2 l1

PVC-S-03

PVC-S-05

PVC-S-08

PVC-S-12

PVC-S-16

 KL-03

 KL-05

 KL-08

 KL-12

 KL-16

5

8

12

20

25

-03

-05

-08

-12

-16

4.8

7.9

12.7

19.0

25.4

3/16

5/16

1/2

3/4

1

22

27

35

45

55

28

33

45

55

65

2640D-03

2640D-05

2640N-08

2640N-12

2640N-16

20/40

20/40

20

20

20

For
Tubing

Product Code
Total

Length

Length
of Loops

in mm

DN size mm inch
Ø

mm F-KN* l1 l2
HS-03

HS-05

HS-08

HS-12

HS-16

5

8

12

20

25

-03

-05

-08

-12

-16

4.8

7.9

12.7

19.0

25.4

3/16

5/16

1/2

3/4

1

9-15

12-20

20-30

30-40

40-50

3/9

6/18

11/33

11/33

16/48

600

600

600

600

600

200

200

200

200

200

For
Tubing

Material: Polyurethane

KNH - Bend Restrictor

Product
Code

d1 l1

KNH-03 30 250



Catalogue 4462-UKJ1

J

Locking Nut/Collar
Standard

Material: Collars: Stainless steel (1.4104 / AISI 430 F)
Locking nuts: Stainless steel (1.4305 / AISI 303)

Assembly of HP connections: • Push locking nut onto pipe end
• Unscrew locking nut till end of thread is reached
• Insert the unit into the body connection
• Fasten locking nut to recommended torque

Accessories
High Pressure Components

Product Code
d

HP
Tube OD

Max. Working
Pressure Dimensions in mm

Locking Nut Collar mm inch mm MPa psi C D E F G H HEX

720.0110

720.0110

720.0210

720.0210

720.0310

720.0110

720.0110

720.0120

720.0120

720.0220

720.0220

720.0320

720.0420

720.0420

8

5

5

3

3

8

5

9/16HP

9/16HP

3/8HP

3/8HP

1/4HP

—   

—   

14.30

14.30

9.52

9.52

6.35

14.00

14.00

200

500

200

500

440

200

500

29.000

72.500

29.000

72.500

63.800

29.000

72.500

28

28

25

25

22

28

28

19.0

21.5

15.0

17.0

12.5

19.0

21.5

15

15

12

12

11

15

15

M26x1.5

M26x1.5

M20x1.5

M20x1.5

M16x1.5

M26x1.5

M26x1.5

9/16 - 18UNF LH

9/16 - 18UNF LH

3/8 - 24UNF LH

3/8 - 24UNF LH

1/4 - 28UNF LH

M14x1.5 LH

M14x1.5 LH

11

11

7

7

5

11

11

27

27

22

22

17

27

27

Material: Collars: Stainless steel (1.4104 / AISI 430 F)
Locking nuts: Stainless steel (1.4305 / AISI 303)

Locking Nut/Collar
Anti-Vibration

Product Code HP
Tube OD Dimensions in mm

Locking Nut Collar inch mm G H HEX

720.0311 720.0321 1/4HP 6.35 5 171/4 - 28UNF LH



Catalogue 4462-UKJ2

Accessories
High Pressure Components

Hand Valve
Working Pressure 400 MPa / 58000 psi

Material: Stainless steel (1.4571 / AISI 316 TI)

Advantages: • Reliability and safety at maximum pressures
• Tight sealing under extreme operating conditions
• Stem backlash problems eliminated
• Easy operation – minimum closing force required
• Quality and approval regulations. Material certificates
• Connections for imperial or metric HP pipes
• Operating temperature 200 °C maximum

Filter Type 3
Working Pressure 400 MPa / 58000 psi

Material: Stainless steel (1.4571 / AISI 316 TI)

Product Code HP
Tube OD

Dimensions
in mm

d
mm inch mm

Body
Thickn. A B C

710.5110

710.5210

710.5310

3

3

3

9/16

3/8

1/4

14.30

9.52

6.35

30

24

24

58

55

54

42

42

42

50

44

44

Product Code HP
Tube OD

Dimensions
in mm

d
mm inch mm C HEX

720.6523 3 3/8 9.52 88 27



Catalogue 4462-UKJ3

J

Material: Stainless steel (1.4571 / AISI 316 TI)

Straight Union

Accessories
High Pressure Components

Material: Stainless steel (1.4571 / AISI 316 TI)

Elbow Union
Working Pressure 400 MPa / 58000 psi

Tee Union
Working Pressure 400 MPa / 58000 psi

Material: Stainless steel (1.4571 / AISI 316 TI)

Product Code HP
Tube OD

Max. Working
Pressure

Dimensions
in mm

d
mm inch mm MPa psi C HEX

720.1410

720.1510

720.1520

720.1530

8

5

3

3

9/16

9/16

3/8

1/4

14.30

14.30

9.52

6.35

200

400

400

400

29,000

58,000

58,000

58,000

46

46

42

40

32

32

24

24

Product Code HP
Tube OD Dimensions in mm

d
mm inch mm

Body
Thickn. A B C D

 720.1512

 720.1522

 720.1532

5

3

3

9/16

3/8

1/4

14.30

9.52

6.35

30

24

20

40

31

26

24

19

16

50

44

32

16

12

10

Product Code HP
Tube OD Dimensions in mm

d
mm inch mm

Body
Thickn. A B C D

 720.1513

 720.1523

 720.1533

5

3

3

9/16

3/8

1/4

14.30

9.52

6.35

30

24

20

47

36

32

31

24

22

50

44

32

25

22

16



Catalogue 4462-UKJ4

Accessories
High Pressure Components

Reducer
Working Pressure 400 MPa / 58000 psi

Bulkhead Coupling
Working Pressure 400 MPa / 58000 psi

Material: Stainless steel (1.4571 / AISI 316 TI)

Material: Stainless steel (1.4571 / AISI 316 TI)

Product Code HP
Tube OD Dimensions in mm

d
mm inch mm C D G HEX

720.1511

720.1521

720.1531

5

3

3

9/16

3/8

1/4

14.30

9.52

6.35

45

45

45

25

25

25

M36x1.5

M27x2.0

M22x1.5

41

32

27

Product Code STD
Connection

U

HP
Tube OD

T

Dimensions
in mm

DN inch mm inch mm C HEX

720.2121

720.2131

720.2231

3

3

3

9/16HP

9/16HP

3/8HP

14.30

14.30

9.52

3/8

1/4

1/4

9.52

6.35

6.35

32

32

30

27

27

24

Material: Stainless steel (1.4571 / AISI 316 TI)

Product Code HP
Tube OD

T1

Dimensions
in mm

DN inch mm inch mm C HEX

 720.2120

 720.2230

3

3

9/16

3/8

14.30

9.52

3/8

1/4

9.52

6.35

46

42

32

24

HP
Tube OD

T

Cross Union
Working Pressure 400 MPa / 58000 psi

Material: Stainless steel (1.4571 / AISI 316 TI)

Product Code HP
Tube OD Dimensions in mm

d
mm inch mm

Body
Thickn. A B C D

 720.1514

 720.1524

 720.1534

5

3

3

9/16

3/8

1/4

14.30

9.52

6.35

30

24

20

50

44

32

25

22

16

62

48

44

31

24

22
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J

Accessories
High Pressure Components / Assembly Instructions

HP Connections/Assembly Instructions
Working Pressures: 100 up to 1000 MPa
Material: Stainless steel (1.4104 / AISI 430 F)

Stainless steel (1.4305 / AISI 303)

Assembly of HP connections: • Push locking nut onto pipe end
• Unscrew locking nut till end of thread is reached
• Insert the unit into the body connection
• Fasten locking nut to recommended torque

Standard

Anti-Vibration

Body OpeningHP
Connection

DN Ø

11/16 HP 17.5

9/16 HP 14.3

3/8 HP 9.25

1/4 HP 6.35

1/8 HP 3.20

18 mm HP 18.0

14 mm HP 14.0

10 mm HP 10.0

6 mm HP 6.0

Product Code Torque

For Tubing

inch           mm

d

mm

F H

mm

E

mm

Locking
Nut

Collar Plug HEX

mm

G
Left

i

mm

K

mm

C

mm

max.
bar
(20˚)

Md
Nm

12

8

5/8

5

5

3

1.6

3

1.6

1.0

12

8

5

3

3

M30 x 2.0

M26 x 1.5

M20 x 1.5

M16 x 1.5

M16 x 1.5

M30 x 2.0

M26 x 1.5

M20 x 1.5

M16 x 1.5

16

11

7

5

3

16

11

7

5

19

15

12

25

11

11

19

15

12

11

720.0010

720.0110

720.0210

720.0217

720.0310

720.0310

720.0010

720.0110

720.0210

720.0310

720.0020

720.0120

720.0220

720.0227

720.0320

720.0322

720.0020

720.0420

720.0520

720.0620

720.0030

720.0130

720.0232

720.0230

720.0237

720.0330

720.0332

720.0332

720.0030

720.0430

720.0530

720.0630

32

27

22

17

17

32

27

22

17

M18 x 1.5 LH

9/16"-18 UNF LH

3/8"-24 UNF LH

1/4"-28 UNF LH

5-40 UNC LH

M18 x 1.5 LH

M14 x 1.5 LH

M10 x 1 LH

M6 LH

12

8

6.4

4.8

5.2

3.2

1.6

2.4

1.6

1.0

12

8

5

3.6

2.2

13.5

8.8

8.4

6.0

6.0

4.0

2.5

3.4

2.5

1.8

13.5

8.8

6.0

4.5

3.4

21

19

20

21.5

15

17

18.5

12.5

13

7.5

21

19

21.5

16.5

12.5

1200

2000

3200

5000

2000

5000

10000

4400

7000

5000

2000

2000

5000

4000

4000

120

100

140

160

40

70

100

30

40

10

120

100

160

60

35

HP Tubing

11/16 HP 17.5

9/16 HP 14.3

3/8 HP 9.25

1/4 HP 6.35

18 mm HP 18.0

14 mm HP 14.0

10 mm HP 10.0

6 mm HP 6.0

For Tubing

inch           mm

d

mm

F H

mm

E

mm

Locking
Nut

Collar Plug HEX

mm

G
Left

i

mm

K

mm

C

mm

max.
bar
(20˚)

Md
Nm

M30 x 2.0

M26 x 1.5

M20 x 1.5

M16 x 1.5

M30 x 2.0

M26 x 1.5

M20 x 1.5

M16 x 1.5

16

11

7

5

16

11

7

5

19

15

12

11

19

15

12

11

720.0011

720.0111

720.0211

720.0311

720.0011

720.0111

720.0211

720.0311

720.0021

720.0121

720.0221

720.0321

720.0021

720.0421

720.0521

720.0621

720.0030

720.0130

720.0230

720.0330

720.0030

720.0430

720.0530

720.0630

32

27

22

17

32

27

22

17

M18 x 1.5 LH

9/16"-18 UNF LH

3/8"-24 UNF LH

1/4"-28 UNF LH

M18 x 1.5 LH

M14 x 1.5 LH

M10 x 1 LH

M6 LH

Dimensions see

Standard

Connections

180

150

100

60

180

150

100

60
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distribution network in its field, with over 7,500 distributors
serving nearly 400,000 customers worldwide.

Parker’s Charter
To be a leading worldwide manufacturer of components and
systems for the builders and users of durable goods.
More specifically, we will design, market and manufacture
products controlling motion, flow and pressure. We will
achieve profitable growth through premier customer service.

Product Information
Customers seeking product information, the location of a nearby
distributor, or repair services will receive prompt attention by
calling the Parker Product Information Centre.
The Centre can be called toll free from France, Germany,
Austria, Switzerland or the United Kingdom. You will be
answered by a Parker employee in your own language.
Call Freephone: 00800-2727-5374 (00800 C PARKER H)

The Aerospace Group
is a leader in the development,
design, manufacture and
servicing of control systems and
components for aerospace and
related high-technology markets,
while achieving growth through
premier customer service.

The FluidConnectors Group
designs, manufactures and
markets rigid and flexible
connectors, and associated
products used in pneumatic
and fluid systems.

The Hydraulics Group
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markets a full spectrum of
hydraulic components and
systems to builders and
users of industrial and mobile
machinery and equipment.

The Automation Group
is a leading supplier of pneu-
matic and electromechanical
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automation customers world-
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The Climate & Industrial
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designs, manufactures and
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air-conditioning and industrial
customers worldwide.
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providing superior quality and
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The Filtration Group
designs, manufactures and
markets quality filtration and
clarification products,
providing customers with the
best value, quality, technical
support, and global availability.

The Instrumentation
Group
is a global leader in the design,
manufacture and distribution
of high-quality critical flow
components for worldwide
process instrumentation,
ultra-high-purity, medical
and analytical applications.
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